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Name of Work :Construction of Ground Floor of 100 

BeddedMulti Specialty Hospital at Trimbakeshwar, Nashik 

ForRamkrishna Arogya Sanstan. 
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Scope of Work 
 

Construction of Ground Floor of 100 Bedded Multi Specialty Hospital at 

Trimbakeshwar, Nashik  ForRamkrishna Arogya Sanstan. 

 

The scope of work includes all required activities for the completion of work 

“Construction of Ground Floor of 100 Bedded Multi Specialty Hospital at 
Trimbakeshwar, Nashik For Ramkrishna Arogya Sanstan” in accordance with the 

BoQ of this tender and as per direction of Engineer-In-Charge.  

 

The scope of work includes construction of –  
 

1. Construction of Ground floor of proposed Hospital Building including 

internal electrification, water supply and sanitary installation work. 
2. Construction of Boundary Wall and Entrance Gate. 

3. Construction of U.G. Tank and Pump House. 

4. Supply, Installation, Testing and Commissioning of sub-station equipments 
as per BoQ.  

5. Site development including External Water Supply, Sewerage & Drainage 

System. 
6. Street Lighting and External Cabling work from Sub-Station to Hospital 

Building. 

 

DESIGN DATA 
 

a. Type of Structure: RCC Framed Structure. 

b. The building shall be Ground Floor only but the structure is designed for 
G+3 storeys for design purpose. But the scope of this tender is for 

construction of Ground Floor only.  

c. The Building has provision of ground floor for Emergency Ward, OPD’s, 

Minor OT, X-ray room and other labs. 

d. Total Built up Area of the Building 1281 sqm.(Approx). 

e. Plinth level of Building shall be + 600mm. 

f. Floor to floor height shall be 4.20 mtrs for Ground Floor. The roof shall be 

flat roof as per thedesign. 

g. 3 Lifts are considered for future provision, however this estimate does not 

cover any item of lift in the BoQ. 

h. 2 nos. Staircases have been provided from Ground to Terracelevel. 

i. Provision made at GF– 

  -Main Emergency entrance and OPD entrance. 

  -Emergency Ward 

  -Daycare Ward 

  -Minor OT 

  -OPD’s 

  -Pharmacy 

  -Accounts & Admin area 

  -Radiological Labs & Ultrasound room 

 j. Other provisions at Terrace 

  - Space for keeping PVC Overhead Water Tank and WaterTank for 



    provision of water for firefighting. 

 

Finishing Work 
 

S.N SPACE / ITEMS SPECIFICATION 

1 COUNTERS  
GRANITE STONE AS PER BOQ WITH EDGE MOULDING AND 

DROP FACIA 

2 LIFT JAMB  GRANITE STONE CLADDING AS PER BOQ 

3 DOOR FRAME  ALUMINIUM /WOODEN/STEEL 

4 DOOR SHUTTER  
FLUSH DOOR SHUTTER NON DECORATIVE  WITH ENAMEL 

PAINT ON BOTH SIDE AS PER BOQ  

5 MAIN DOOR/CORRIDOR DOOR 
ALUMINIUM DOOR FRAME WITH PARTIALLY GLAZED 

ALUMINUM SHUTTER  

6 
HARDWARE IN FLUSH DOOR 

SHUTTER  
ALDROP, TOWER 200/250MM. TOWER BOLT ALUMINUM 

HANDLES , ALUMINUM FLOOR DOOR STOPPER 

8 
DOOR IN MUMTY AND MACHINE 

ROOM 
MS SHEET DOOR  ASPER BOQ 

9 WINDOW ALUMINIUM WITH 5 MM thick FLOAT GLASS  

10 RAILING 
MS , FINISHED WITH RED OXIDE PRIMER AND PAINTING 

WITH SYNTHETIC ENAMEL PAINT 

  FLOORING   

12 TOILET 300X300 CEREMIC TILE AS PER BOQ 

13 STORE/SERVICE ROOMS CC FLOORING  

14 STAIRCASE LANDING /STEPS KOTA STONE AS PER BOQ 

15 REMAINING AREA  VITRIFIED TILE FLOORING 600X600 MM WITH GROUNTING  

16 RAIN WATER PIPE  PVC 

17 INTERNAL PLASTER 12MM/15MM 

18 EXTERNAL PLASTER 15MM  

19 CEILING PLASTER 6MM THICK CEILING PLASTER  

20 FINISHING OF INTERNAL WALLS  
2MM THICK POP PUTTY AS PER DSR ITEM NO. 13.26 

DISTEMPERING WITH OIL BOUND WORKABLE DISTEMPER  
EXCEPT CORRIDOR AND WARDS  

21 FINISHING OF EXTERNAL WALLS  PREMIUM ACRYLIC SMOOTH EXTERIOR PAINT 

22 FINISHING OF CEILING WHITE WASH 

23 TERRACE WATER PROOFING  
INTEGRAL CEMENT BASED WATER PROOFING TREATMENT 

AS PER DSR ITEM NO. 22.7 



24 DADO IN TOILET 
300X600 CEREMIC TILE DADO IN TOILET (a) BATH AREA 

UPTO 2100 MM (b) OTHER AREA UPTO 1200MM HEIGHT   

25 CORRIDOR AND WARD PAINTING 
(a) UPTO 1200MM HEIGHT 300X600 CEREMIC TILE DADO  

ABOVE 1200MM OIL BOUND WASHABLE DISTEMPER  

26 WASH BASIN 
OVAL SHAPE COUNTER TYE WITH SINGLE PILLAR TAP AND 

BOTTLE TRAP 

27 FITTING IN BATH 2NO. LONG BODY PIB TAP 

28 WC 
INDIAN WC , PEDESTAL TYPE WC WITH PVC CISTERN AS 

PER DSR ITEM NO. 17.2  

29 MIRROR AS PER BOQ 1NOWASH BASIN  

30 TOVEL RAIL 1 PER WC  PERBATH 

31 GRAB BAR 3 PER HANDICAPED TOILET  

32 WINDOW CILL PCC 1:2:4 AS BOQ 

 

 

 

 
 

 


